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1. General Information

1.1. DC E-WISE Description

The DC-E-WISE is an excel-based tool that we developed to facilitate the comparison of nine cooling
systems based on five main criteria: Energy Use, Onsite Water Use, Total Cooling Water Use, Reliability,
and Maintenance.

The nine studied cooling systems are: Air-cooled chiller, Air-cooled chiller + Air-side economizer (ASE),
Pre-cooled-air-cooled chiller, Pre-cooled-air-cooled chiller + ASE, Water-cooled chiller, Water-cooled
chiller + ASE, Water-cooled chiller + Water-side economizer (WSE), Water-cooled chiller + ASE +
WSE, and Evaporative cooling system + ASE.

The DC-E-WISE tool employs the technique for order preference by similarity to ideal solution (TOPSIS)
method to rank the modeled cooling systems. The tool then presents a tabulated list of the ranked cooling
systems, which includes energy and water use data, as the result. By utilizing the TOPSIS method, the
tool provides a systematic and objective way of comparing and ranking the cooling systems, enabling
users to make informed decisions when selecting and optimizing cooling systems for their data centers.
The tabulated result provides a concise summary of the ranked cooling systems, allowing users to quickly
identify the most efficient and effective options for their specific needs.

1.2. DC E-WISE Version Description

The initial version of DC E-WISE, Ver. 1.1, primarily concentrates on comparing and ranking nine
distinct cooling systems. In contrast, the updated Ver. 1.2 not only offers this comparison but also
explores potential onsite alternative water sources. These include harvested rainwater, HVAC condensate,
cooling tower blowdown, and reclaimed municipal effluent to satisfy DCs' onsite water requirements.

1.3. Modeled Energy and Water Use Data for Cooling System

This tool utilizes modeling data for cooling energy, water use (onsite cooling and humidification), and
total cooling water use in DCs located in the greater Phoenix area. The power and water use data, which
are model outputs, are normalized based on the modeled IT load (in MW) at the uninterrupted power
supply (UPS) output. Therefore, the tool can calculate the total energy and onsite and total cooling water
use for a given IT load as entered by the user. Along with overall DC power and water use, the tool
provides estimates for key DC metrics such as PUE (Eq. 1), WUEonsie (Eq. 2), and WUFEsourc. (Eq. 32 and
Eq. 3b). These metrics are defined as follows:

Total Facility Energy

PUE =7 equipment Energy Eq. 1
WUEGnsice Gia) = equipment Bnergy (471 Eq. 2
WUEs e (k%;lh ) = Onsite Water Usage (%z;l)e;i?;;:: X::le:r:;i 1?/; :)nergy Generation(gal) Eq.3a
Source Water Energy Usage (gal) = EWIF(k%;lh) X (Total Facility Energy(kWh)) Eq. 3b



1.4. Reliability and Maintenance
1.4.1. Reliability

The cooling system's reliability criteria is determined by considering five main factors: Annual
Availability, Fluctuation of IT Room Air Supply Affected by Outdoor Condition, Lifetime, IT Room Air
Contamination, and Complexity. These factors, except for Annual Availability, are assigned a weight
ranging from O (lowest) to 10 (highest). The Annual Availability factor is given a weight that is five times
greater than the other criteria, ranging from 0 (lowest) to 50 (highest). To determine the overall Reliability
value, a scaling process is applied, resulting in a scale of 0 to 100. For more detailed information
regarding the default values for Reliability, please refer to the Reliability Default Values sheet available in
the DC-E-WISE excel file. By considering these factors, the cooling system's reliability can be accurately
evaluated, and necessary improvements can be made to ensure its continued effectiveness and efficiency.

1.4.2. Maintenance

The maintenance actions are categorized as Annual, Semi-Annual, Monthly, Weekly, and Daily, and Water
Treatment Requirement, with each assigned a weight that corresponds to the severity of the action. The
weight assigned to an action is determined by its degree of difficulty, which increases as the frequency of
the action decreases. For instance, an annual action has a higher weight than a semi-annual action. Among
all maintenance actions, water treatment requirement has the highest weight because of the complexity of
the water treatment processes. The number of each maintenance action is specified for all cooling
systems, and an overall maintenance value for each cooling system is determined using Eq. 4. This
quantification process enables effective management and monitoring of the maintenance needs of cooling
systems, ensuring their continued operation and longevity.

Overall Maintenance Value = Y,(number of action X action weight) Eq. 4

Note: The higher maintenance value means higher negative effect on the rank of cooling system in DC-
E-WISE.

1.5. Potential Alternative Water Supplies and Treatment Processes

The tool leverages modeling data to identify alternative water sources suitable for harvesting,
reclaiming, and reusing within DCs. This data provides both qualitative and quantitative insights
into potential water sources, including cooling tower blowdown water, municipal reclaimed
water, harvested rainwater, and HVAC-captured condensate.

Given the significant cooling water requirements in DCs, the primary focus is on the feasibility
of onsite water reuse in cooling towers, adiabatic evaporative cooling systems, and IT room air
humidification. As a preliminary step, these alternative water sources were matched with suitable
advanced treatment technologies available in the market. These membrane-based systems
include ultrafiltration (UF) as a pre-treatment, reverse osmosis (RO), closed-circuit reverse
osmosis (CCRO), and ultraviolet (UV) treatment as a post-treatment process for harvested
rainwater and captured condensate. These elements combine to form a matrix linking water
supply, treatment methods, and reuse/management strategies, which is shown in the Water
Reclamation Schematics sheet in DC E-WISE.



The Water Application Value Engine (WAVE) software platform (version 1.83), developed by
DuPont, was used to model treatment and water reuse systems. Steady-state simulations yielded
essential outputs, including water recovery rates and specific energy consumption (SEC), which
measures the normalized energy required per unit volume of treated water. The designed systems
aimed to minimize scaling, energy consumption, and costs while maximizing water recovery.
Furthermore, the systems adhered to the cooling tower water limits established by the Electric
Power Research Institute (EPRI) and the American Society of Heating, Refrigerating and Air-
Conditioning Engineers (ASHRAE) for end-use applications such as evaporative cooling water,
cooling tower makeup, and humidification.

2. DC-E-WISE
2.1. How to Use DC-E-WISE for DCs:
I- Open DC-E-WISE excel file.

“This file type is not supported in protected View.” You can click Ok or skip the message (Figure
1).

Microsoft Excel X

| This file type is not supported in Protected View.

]

Figure 1. Opening the main file (Section 2.1, Step 1)

Upon opening the file, a window prompt appears asking the user if they wish to remove previous results.
The user is given the option to select Yes to keep the previous run results, or No to delete them (as shown
in Figure 2). By providing this option, users have the flexibility to choose whether to retain or remove
previous results, enabling them to manage their data more efficiently.

Note: If the user selects No option, the old results will be overwritten by the new results.
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Figure 2. Message for keeping or deleting the previous results (Section 2.1, Step 1)

2- Go to the File menu and select Save As. Choose the Excel Macro-Enabled Workbook format and
specify the desired file name and location using the Save 4s icon. The file name should follow the
format filename.xlsm.

3- Once the file is saved, open it and navigate to the User-Interaction sheet to begin using the DC-E-
WISE tool (Figure 3).
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Figure 3. User-Interaction sheet (Section 2.1, Step 3)

4- To initiate DC-E-WISE the user should fill the User Input Form.
5- Click the User Input Form button (Figure 4) in the User-Interaction sheet to open the User Input
Form (Figure 5).
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Figure 4. The User Input Form button in the User-Interaction sheet (Section 2.1, Step 5)

Note: When opening the file or when run User Input Form, the user may receive a message similar to the
one shown in Figure 5, stating that macros are disabled. In order to use the DC-E-WISE tool, they must
enable macros in Excel. To do so, click OK on the message prompt and close the file without saving any
changes. Then, follow the steps 1 through 4 to save the file in Excel Macro-Enabled Workbook format
and open the User-Interaction sheet.

b

Open Excel

Go to file > options > Trust Center > Trust Center Settings...
Enable the options as shown in Figure 6, then click OK.
Close the excel and open DC-E-WISE excel file again.
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Figure 5. Potential error message after running the User Input Form when the macros are disabled in

excel (Section 2.1, Step 5, Note)



Figure 6. Enable macros in excel to run the tool (Section 2.1, step 5, Note-step 3)

6. Once the user has entered their desired inputs and made their choices in the User Input Form (Figure
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7), they should click the Save button in order to ensure that any changes are saved.

Notes
o The User Input Form, contains four tabs, each with its own unique set of required inputs

O

7. The User Input Form automatically closes when the data entry is completed in the last tab and the Save

and selections that are explained in Section 2.2 of the User Input Form.

If the user fails to meet the input requirements in any of the tabs and clicks the Save
button (or Alt+S), they may encounter different pop-up messages, which will be

explained in Section 2.2 of this manual.

To start with a blank user form, the user can click the Leave button (or Alt+L) to close
the form. However, during the data entry process in the User Input Form, clicking the
Save button will overwrite any previous input values and selected options with new

inputs.

button is clicked.

8. After the user has entered all the required data in the User Input Form, they should go to the

User Interaction sheet and click on the Run Calculation button (Figure 8) to initiate the DC-E-WISE
calculation process. Once the calculation is complete, a message will appear saying "The calculation is
done!" (Figure 9) and the user will need to confirm to continue. Then, another message will appear

prompting the user to click on the Show Results button (Figure 10) to view the results.
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Minimize

Please enter the values for the following parameters.
Lighting Power Use to IT Load Percentage of Power Loss in Power Transformation and
DC Size Annual IT UPS Efficiency
(Sa-f) Load (MW) Ratio Distribution System
Recommended range Recommended range Recommended range
Large > 20,000 sq-ft 0.9-0.99 0-0.002 0-0.02
1000 sq-ft< Midsize < 20,000 sq-ft 0.8-0.94 0.02-0.05 0.02-0.05
Small < 1000 sq-ft 0.77-0.85 0.02-0.04 0.02-0.04
Energy-Water Intensity Factor in AZ (EWIF, gal/kWh) Please choose desired aisle containment type in the computer room?
LI Please press 'Save' button to apply
changes.
Recommended value
0.427

Figure 7. User Input Form (Section 2.1, Step 6 and 7)
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Figure 8. The message shown after clicking Run Calculation button (Section 2.1, Step 8)

Notes
o Please note that the calculation in the DC-E-WISE tool is performed automatically and
the user does not need to perform any manual calculations. The tool is designed to be
user-friendly and does not require any advanced technical skills. The user only needs to
enter the required inputs in the User Input Form, run the calculation, and view the results.
The calculation steps are performed in the background and are not visible to the user. The
DC-E-WISE spreadsheets are protected to ensure that only the inputs given in the User



Input Form can alter the values shown in each spreadsheet for different airflow
management strategies.
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Figure 9. The message shown after clicking Run Calculation button in the User-Interaction sheet
(Section 2.1, Step 8)
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Figure 10. The message showing the instruction to see the results (Section 2.1, Step 8)

9. In the Use-Interaction sheet click the Show Results button to see the tabulated results of the ranked
cooling systems and alternative water supplies data (Figure 11). In addition, in this sheet, graphs
representing cooling energy, onsite and total water requirements, performance metrics (PUE, WUEousire,
and WUEsourc.), reclaimed alternative water supplies for the ranked cooling systems, and potential HVAC
condensate are displayed.

Then a message is shown to remind the user to export the results to a PDF file (Figure 12).
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Figure 11. Click the Show Results button in the User Interaction sheet to see the results (Section 2.1,
Step 9)

e find | Microsoft Excel X
j_nEJL e Water

69

Please click the 'Print Results to PDF* button to print the results to a PDF 69
file. 31

52
16°

E
19(

T T L

Figure 12. Message to remind the user to export the results (Section 2.1, Step 9)

10. In the User-Interaction sheet, click on the Print Results to PDF button to save the results shown in the

User Interaction sheet as a PDF file (Figure 13). After clicking the button, the user will be prompted to
enter a file name and location to save the PDF file (Figure 14).
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Figure 13. Click the Print Results to PDF button in the User Interaction sheet to export the results to a
PDF file (Section 2.1, Step 10)
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Figure 14. Message asking the user to define the results’ PDF file name and saving location (Section 2.1,
Step 10)

2.3. User Input Form

The User Input Form is divided into four main tabs, each requiring different sets of inputs and selections.
The tabs are Input Data, Weights and Parameter Importance Comparison Values, Reliability Values, and
Maintenance Values. Detailed instructions for data entry and selection are provided in Section 2.2 of the

User Input Form.

2.2.1. Input Data tab

11



In the Input Data tab (Figure 15) in the User Input Form, input the DC size (Sq-ft) in Figure 16.
In the Input Data tab (Figure 15) in the User Input Form, locate the Annual IT Load (MW) data
entry field (Figure 16) and enter the expected annual IT power load in megawatts.

In the Input Data tab, enter the UPS efficiency for the UPS Efficiency data entry (Figure 16). You
can either enter a customized value or use the recommended value according to the DC size.

In the Input Data tab, enter either a customized, or the recommended value according to the DC
size, for the Lighting Power Use to IT Load Ratio (Figure 16).

In the Input Data tab, enter either a customized, or the recommended value according to the DC
size, for the Percentage of Power Loss in Power Transformation and Distribution System (Figure
16).

In the Input Data tab, enter either a customized, or the recommended value (0.427 for Salt River
Project territory in AZ) for the Energy-Water Intensity Factor (EWIF) (Figure 16).

Note: In the this section (Figure 16), users have the flexibility to enter any valid value for each
data entry. However, we also recommend specific values for parameters like Annual IT Load,
UPS Efficiency, Lighting Power Use to IT Load Ratio, and Percentage of Power Loss in Power
Transformation and Distribution System. These recommended values are categorized by DC size
- large, midsize, and small - based on the DC's square footage (see Fig. 16).

Note: If the user does not enter any of the required inputs as explained in steps 1-5, or if a
negative value is entered, an error message will appear asking the user to correct the values
(Figure 17).

The user should select one of the four desired airflow management strategies by clicking on the
Airflow Management Strategies dropdown box (Figure 18) in the /nput Data tab of the User Input
Form.

Note
o The four air flow management strategies are as follows:

1. No aisle containment on server rows;

2. Cold aisle containment (CAC) on server rows;

3. Hot aisle containment (HAC) or Vertical Exhaust Duct (VED) on server rows. Both
HAC and VED are types of hot aisle containment methods and have similar
advantages. For more information please review the referred paper [1];

4. CACs or VEDs/HACs on all server rows.

12



User Input Form

Input Data | Weights and Parameter Importance Comparison Values | Reliability Values | Maintenance Values | Wa

Please enter the values for the following parameters.

DC Size Annual IT UPS Eff
(Sq-ft) Load (MW)

| [

Marnmama o

Figure 15. Input Data tab in the User Input Form (Section 2.2.1, Step 1).

Input Data | Weights and Parameter Importance Comparison Values | Reliability Values | Maintenance Values | Water Reuse

Please enter the values for the following parameters.

Lighting Power Use to IT Load Percentage of Power Loss in Power Transformation and
DC Size Annual IT UPS Efficiency
(Sa-fo) Load (MW) Ratio Distribution System
Recommended range Recommended range Recommended range
Large > 20,000 sq-ft 0.9-0.99 0-0.0002 0-0.02
1000 sq-ft< Midsize < 20,000 sq-ft 0.8-0.94 0.02-0.05 0.02-0.05
Small < 1000 sq-ft 0.77-0.85 0.02-0.04 0.02-0.04

Energy-Water Intensity Factor in AZ (EWIF, gal/kWh) Please choose desired aisle containment type in the computer room?

j @  Please press 'Save' button to apply
changes.
Recommended value
0.427

Figure 16. Required inputs in the Input Data tab (Section 2.2.1, steps 1 to 5)
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User Input Form

Input Data | weights and Parameter Importance Comparison Values ] Reliability Values ] Maintenance Values

Please enter the values for the following parameters.

LAO:I:‘]“;L ‘l;vf) UPS Efficiency Lighting Pow;artliJ:e to IT Load Percentage of F‘o\ﬂll)ei;t I;);: tlll"l, :ts);f;re l‘ransformatlon and Energy
10 0.9 -0.2| 0.02
DC Size Recommended range Recommended range Recommended range
Large > 20,007=== aa-nan a-nnna 0-0.02
1000 sq-ft< Midsize | Microsoft Excel X 0.02-0.05
0.02-0.04

Small < 100(

Please input a valid lighting to IT energy ratio for the Data Center.

Please choose th
Choose 'HAC or VED on server rows' for air flow managemne - e o0 APPIY
changes.

Figure 17. An error message shown because the user entered a negative value for the Lighting Power Use
to IT Load Ratio (Section 2.2.1, Note to Steps 1 to 5).

nnual IT UPS Efficiency Lighting Pow;;tliJ:e to IT Load Percentage of Pm:ﬁ;t I;.o:
rad (MW)
Recommended range Recommended range Recon
0.9-0.99 0-0.0002
0.8-0.94 0.02-0.05
0.77-0.85 0.02-0.04

Please choose desired aisle containment type in the computer room?(

Please press 'Save' button to apply
changes.

Choose 'CAC on server rows' for air flow managemnet j *

Choose 'No aisle containment' for air flow managemnet
Choose 'CAC on server rows' for air flow managemnet
Choose 'HAC or VED on server rows' for air flow managemnet
Choose ' ACs and VEDs/HACs on server rows' for ai

Figure 18. Air flow management strategies choices (Section 2.2.1, Step 6).

2.2.2. Weights and Parameter Importance Comparison Values tab

1. In the Weights and Parameter Importance Comparison Values tab of the User Input Form (Figure 19),
the user needs to choose the preferred method to enter the weight percentage values of operating
14



parameters. This can be done by selecting an option from the Which way would you prefer to enter the
operating parameters weight percentage values? dropdown box (Figure 20), which offers two choices:

a. Input the Weight Percentage data my way: This approach allows the user to determine
the relative importance of each criterion in the comparison of cooling systems. The user
assigns weight percentages, ranging from 0 to 100, to each criterion to reflect its
importance (Figure 21).

As previously discussed in Section 1, the decision-making criteria have been classified into five groups.
L Energy Use
IL Onsite Water Use
1L Total Cooling Water Use (The Total Cooling Water Use criterion comprises both
onsite cooling water use and the water used in power plants to generate cooling
power utilized in the data center).
IVv. Reliability
V. Maintenance

Examples

o Ifthe user prioritizes cooling system energy use as the most important criterion,
with a preference for a system that consumes the least amount of energy, it is
recommended to assign a large weight percentage to the Energy Use criterion
(Figure 21).

o In the case where the user places greater emphasis on the onsite water use of the
cooling system, it is suggested to assign a large weight percentage to both the
Onsite Water Use and Total Cooling Water Use criteria (Figure 21).

b. Calculate the Weight Percentage based on paired parameters’ importance comparison
values: his approach involves the user comparing the importance of criteria in pairs, and
the program automatically calculates the weight percentage for each parameter after the
user completes the necessary data entry in the subsequent step, as explained in Part 2 of
Section 2.2.2.

Note

When the user chooses a weight percentage entry method and clicks the Save button, the
remaining input boxes that correspond to the other method on the tab are disabled. If the
user wishes to switch to the other weight percentage calculation method, they must select
the method from the Which way would you prefer to enter the operating parameters
weight percentage values? dropdown box and click the Save button to activate the
relevant boxes and deactivate the irrelevant data entry boxes.

15
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Input Data [WEiQhG and Parameter Importance Comparison V3|UES] Reliability Values ] Maintenance Values I

Which way would you prefer to enter the paramter weight percentage values?

| -

Please press 'Save' button to apply changes.

‘@

Please enter the weight of each factor in percentage your way.

Energy Use Onsite Water Use  Total Coolingwater Use Reliability Maintenance

What paired paramters' importance comparison values would you prefer to use?

@
j b Please press 'Save' button to apply changes.

Please enter the parameters' importance comparison for the following pairs:

Customized values Customized values
out of 10 out of 10

Total Water Use vs. Onsite Water USe

Onsite Water Use vs. Energy USe

Total Water Use vs. Energy Use Reliability vs. Onsite Water Use

Reliability vs. Energy Use

Maintenane vs. Energy Use Maintenance vs. Total Water Use

Reliability vs. Total Water Use Maintenance vs. Reliability

| ——|
‘ Maintenance vs. Onsite Water Use | ‘
\ | \
| | |

Figure 19. Weights and Parameter Importance Comparison Values tab in the User Input Form (Section
2.2.2, Step 1).

Input Data Weights and Parameter Importance Comparison Values I Reliability Values ] Maintenance Values

Which way would you prefer to enter the paramter Weight Percentage values? ®

A

| 4
2| ge Yy

Calculate the Weight Percentage based on paired parameters' importance comparison values

Figure 20. Choosing the weight percentage entry method (Section 2.2.2, Step 1)

Please enter the weight of each factor in percentage your way.

Energy Use Onsite Water Use Total Cooling Water Use Reliability Maintenance

Figure 21. Required weight percentage for five criteria when the user selects Input the weight percentage
data my way in step 1 (Section 2.2.2, Step 1a).
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1. Ifthe user selects the second method of weight percentage calculation, which is Calculate the
weight percentage based on paired parameters' importance comparison values in step 1,'the
second dropdown box will become active. The user must then choose either default ‘paired
parameters’ importance comparison values or customized default paired parameters' importance
comparison values (Figure 22). If the user selects the Choose default paired parameters’
importance comparison values option, they do not need to enter any data. However, if the user
selects the Choose customized paired parameters' importance comparison values option, they
must manually enter the customized values (Figure 23).

What paired paramters' importance comparison values would you prefer to use?

@
j b Please press 'Save' button to apply changes.

| _Choose default paired parameteters' importance comparison values
| i Dparameteters'importance comparison values

Figure 22. Choosing either default, or customized values for Paired parameters' importance comparison
values, when the user selects Calculate the Weight Percentage based on paired parameters’ importance
comparison values method in step 1 (Section 2.2.2, Step 2).

Please enter the parameters' importance comparison for the following pairs:

Customized values Customized values
out of 10 out of 10

Energy Use vs. Onsite Water Use Onsite Water Use vs. Total Water Use

Energy Use vs. Total Water Use Onsite Water Use vs. Reliability

Total Water Use vs. Maintenance

| | | |

| | | |

Energy Use vs. Reliability | | Onsite Water Use vs. Maintenance | |
Energy Use vs. Maintenane | | | |
| | | |

Total Water Use vs. Reliability Reliability vs. Maintenance

Figure 23. Parameters' importance comparison values data entry when the user selects the Customized
paired parameters' importance comparison values in step 2 (Section 2.2.2, Step 2).

1.2.3. Reliability Values tab
In the User Input Form's Reliability Values tab (Figure 24), the user can choose between two
methods of calculating the reliability values by clicking on the What Reliability values would you
prefer to use? dropdown box (Figure 25).

a. Default Reliability values: The values are pre-calculated based on the defined
parameters and can be found in the Reliability Default Values sheet within the DC-E-
WISE Excel file.

b. Customized Reliability values: This option enables the user to manually input
customized values ranging (0 to 50) for Annual Availability and (0 to 10) for other
reliability factors that are IT Room Air Fluctuation Due to Outdoor Condition, Lifetime,
IT Room Air Contamination, and Complexity for all types of cooling systems in the
Reliability Values tab of the user form. By doing so, the program will automatically
calculate the Overall Reliability (%) values for all cooling systems, removing the need for
manual calculations (Figure 26).
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Note
If any of the customized values entered for the reliability factors, Annual Availability, IT
Room Air Fluctuation Due to Outdoor Condition, Lifetime, IT Room Air Contamination,
and Complexity, are not within the defined range or are missing, the program will show
an error message and prompt the user to fix the error before proceeding to the next tab.
The cursor will then move to the first box (Annual Availability) of any cooling system for
which the customized values were not entered correctly. The user should review the
customized reliability parameters' values for that specific cooling system and make any
necessary corrections to ensure accurate data entry (Figure 27).

User Input Form /
Input Data ] Weights and Parameter Importance Comparison Value{ Reliability Values I i’laintenance Values ] Water Reuse ]

What 'reliability’ values would you prefer to use? Air-Cooled Chiller Air-Cooled Chiller+ASE
| - Customized Customized
values values
@ Please press
b ‘Save' button to Annual Annual Annual
apply changes.
IT Room Air IT Room Air IT Roomr
Please enter the customized Fluctuation Due to Fluctuation Due to Fluctuati
reliability parameters values. Outdoor Condition Outdoor Condition Qutdoor
Lifetime Lifetime Lifetime
Note: The value of Annual -
Availability parameter is out of IT Room Air ’7 ’7 IT Room Air ,7 oorr
50, while the other paramters' Contamination Contamination Contami
values is out of 10.
Complexity Complexity Complex
Overall Overall Overall

Figure 24. Reliability values tab in the User Input Form (Section 2.2.3).

Input Data ] Weights and Parameter Importance Comparison Values |

What 'reliability’ values would you prefer to use?

- Choose defualt reliability values
Choose customized reliability values

'Save' button to Annual

apply changes.

IT Room Air
Fluctuation Due to

Please enter the customized =
Outdoor Condition

reliability parameters values.

Figure 25. Choosing one of two options, either using default, or customized Reliability values (Section
2.2.3).

18



ser Input Form
Minimize
Input Deta | Weights and Parameter Importance Comparison Values ~Reliability Values | Maintenance Values | Water Reuse |

What ‘reliability’ values would you prefer to use? Air-Cooled Chiller Air-Cooled Chiller+ASE Pre-Cooled Air-Cooled Pre-Cooled Air-Cooled Chiller +ASE
[ Chooss tustomioed relisoly alues :J Customized Customized Customized Customized
Choose defualt reliability values values values values values
Choose customized reliability values [— ’—
'Save’ button to Annual Annual Annual Annual
apply changes.
IT Room Air IT Room Air IT Room Air IT Room Air ﬁ '7
Pl the ized Fluctuation Due to Fluctuation Due to Fluctuation Due to Fluctuation Due to
mlel::flxt:;n:n:tue’:soxlzu Outdoor Condition Outdoor Condition Outdoor Condition Outdoor Condition
Ufetime Ufetime Lifetime Lifetime
Note: The value of Annual IT R A
Availability parameter is out of IT Room Air [—‘ ﬁ IT Room Air s B | oom Alr — IT Room Air
50, while the other paramters' Contamination Contamination Contamination Contamination
values is out of 10.
Complexity Complexity Complexity Complexity
Overall Overall Overall Overall
Water-Cooled Chiller Water-Cooled Chiller +ASE Water-Cooled Chiller+WSE Water-Cooled Chiller +ASE +WSE Evaporative Cooling +ASE
Customized Customized | Customized Customized Customized
values values values values values
Annual Annual Annual Annual Annual
IT Room Air IT Room Air IT Room Air IT Room Air IT Room Air
Fluctuation Due to Fluctuation Due to Fluctuation Due to Fluctuation Due to Fluctuation Due to
Outdoor Condition Outdoor Condition Outdoor Condition Outdoor Condition Outdoor Condition
Lifetime Lifetime Lifetime Lifetime Lifetime
IT Room Air Mo ] IT Room Air s B | IT Room Air T . IT Room Air s IT Room Air [ s B
Contamination Contamination Contamination Contamination Contamination
Complexity Complexity Complexity Complexity Complexity
Overall Overall Overall Overall Overall

_we | e |

Figure 26. Data entry for the customized Reliability values (Section 2.2.3).

Air-Cooled Chiller Air-Cooled Chiller+ASE
Default value  Customized Default value  Customized
out of 10 values out of 10 out of 10 values out of 10
I 0 I Annual Availability I 0 I Annual Availability
10 4 10 a ‘
tion I—H I— IT Room Air Fluctuation IT Room Air Fluctuat
dition 10 5 Due to Outdoor Condition I 8.5 I 15 Due to Outdoor Conc

Complexity

IT |5— Complexity |—8

9o [> Lifetime [ 875 s\ | Lifetime
IT Room Air IT Room Air
I 10 I 5 Contamination I 8 2 Contamination
10

Microsoft Excel X

@ [ o [ | Reasons for shown error message

Please enter the numeric values between 0 and 10 for customized

reliability paramters for Air-Cooled Chiller + ASE.
Water-Cooled Chill

Default value

out of 10 wval
[ 10 | [3

Figure 27. Error message shown because of errors in customized reliability factors values for Air-Cooled
Chiller + ASE cooling system (Section 2.2.3, Note)
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2.24

Maintenance Values tab

In the Maintenance Values tab (Figure 28) in the User Input Form, the user can choose between
two methods of calculating the maintenance values by selecting one of the options in the What
Maintenance values would you prefer to use? dropdown box (Figure 29):

a. Default Maintenance values: These values are pre-calculated based on the defined
Action Weight and Action Frequency, as described in Section 1.2.2. The Maintenance
Default Values sheet in the DC-E-WISE Excel file provides more details on this
calculation.

c. Customized Maintenance values: If the user selects Customized Maintenance values in
the Maintenance Values tab, they need to manually enter the Customized Maintenance
Action Weight and Customized Maintenance Action Frequency for each maintenance
action of all cooling systems. The program then automatically calculates the Overall
Maintenance values for all cooling systems based on user-assigned weights and action
frequencies, removing the need for manual calculations (Figure 30).

Note
1. Ifany of the Customized Weight or Customized Frequency values are missing,
non-numerical, or less than zero, the program will display an error message and
prompt the user to fix the error before proceeding (Figure 31 and 32).

2. Ifany of the Customized Weight or Customized Frequency values are missing or
are non-numerical, or a value less than zero is entered, an error message is
displayed by the program. The cursor will then move to the first box of
Customized Weight or Customized Frequency of the affected cooling system. The
user should then check the values entered for that specific cooling system and
correct any errors in data entry before proceeding.
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User Input Form

Input Data I Weights and Parameter Importance Comparison Values I Reliability Values‘ Maintenance Values | Water Reuse I
Please

What 'maintenance’ values would you prefer to use? ease enter the customized Maintenance Action Weight and
ﬁ 'Save' button to Frequency.
I j apply changes.

Air-Cooled Chiller Air-Cooled Chiller+ASE Pre-
Maintenance Action Weight Customized Customized
¢ Customized IFreqrEng) PR
ght Weight Annual IT l— Annual 11 Annual
Annual Action 5 Semi-Annual 2 Semi-Annual 7 Semi-Annuz
Semi-Annual Action 4 Monthly l—I l— Monthly 0 Monthly
Monthly Action 3 Weekly l— l— Weekly 8 Weekly
Weekly Action 2 Daily l—_ l— Daily 3 Daily
DallvjAction ! Water treatment l—' l— Water treatment 0 Water treatn
Water Treatment 10 overall 81 Overall 102 Overall

Figure 28. Maintenance Values tab in the User Input Form (Section 2.2.3).

User Input Form

Input Data | Weights and Parameter Importance Comparison Values | Reliability Values Maintenance Values |y
Please press

b 'Save' button to

j apply changes.

What 'maintenance’ values would you prefer to use? Please en

Choose default maintenance values

Choose customized maintenance values

Air-Cooled Chiller

Customized
Customized F oy Frequency
Weight . . — —

Figure 29. Choosing one of two options, either default, or customized Maintenance values (Section
2.2.4).
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Minimize

Input Data | Weights and Parameter Importance Comparison Values | Reliability Values Maintenance Values | water Reuse

What ‘maintenance’ values would you prefer to use? 3 S"'*—"‘f" Please enter the customized Maintenance Action Weight and Overall Maintenance=Sum(Action Degree of Difficulty *Action Frequency)
‘ j g Frequency.
apply ;.
Choose default maintenance values Air-Cooled Chiller Air-Cooled Chiller+ASE Pre-Cooled Air-Cooled Chiller Pre-Cooled Air-Cooled Chiller +ASE
EENE oo v Customized Customized Customized Customized
Cidtomized Frequency Frequency Frequency Frequency
el Annual " | Annual | | i Annual Annual |
Anrust Action FA74 | Semi-Annual [Ca W] semi-annial [ 7 [ semiannual | ¢ [ sembmmnwal [ 7 [
Seas-Annual Action | | Monthly | o W | Monthly [o [ Monthly B Monthly | |
Momypsien Weekly [ s W | Weekly [ s B Weekly s [ | Weekly [0 [
Weekly Daily [ Daily [ Daily Dally
ks Water treatment Water treatment Water treatment Water treatment
Water Treatment Overall overall [ overall overall I
Water-Cooled Chiller Water-Cooled Chiller +ASE Water-Cooled Chiller+WSE Water-Cooled Chiller +ASE +WSE Evaporative Cooling +ASE
Customized Customized Customized Customized Customized
Frequency Frequency Frequency Frequency Frequency
Annual Annual Annual Annual Annual
Semi-Annual Semi-Annual Semi-Annual Semi-Annual Semi-Annual
Monthly Monthly Monthly Monthly Monthly
Weekly Weekly | Weekly | Weekly Weekly
Daily s | Daily Daily [ Daily Daily [
Water treatment | [ i Water treatment [ Water treatment | i Water treatment [ Water treatment [
Overall [ [ Overall [ Overall [ 146 Overall Overall [ [

Save Leave

Figure 30. Data entry for the customized Maintenance Action Weights and Maintenance Action
Frequency values (Section 2.2.4).

Input Data I Weights and Parameter Importance Comparison Values I Reliability Values Maintenance Values

What Maintenance values would you prefer to use? |
Please enter

@ Gt
I Choose customized maintenance values v| ob Please press 'Save’ button to apply Note: ¢
changes. :
Air-Cooled Chiller Air-Cooli

Maintenance Action Weight

Customized t
Default  Customized v Frequency )
Weight Weight  aApnual 10 I 10 Annual IT
Annual Action I 5 | a rosoft Excel w
Semi-Annual Action | ., | 5 Reason for shown error message B
Monthly Action 3 E
I - I Please enter the numerical values equal or greater than 0 for customized _
Weekly Action | 2 | 4 Maintenance Action Weight. B
Daily Action | 1 | 3 -
Water Treatment | ;| 1¢ E
Adion |

Wiskar_manlad Chillar Wistar_Canlad Chillar LACE Wiskar_Canls

Figure 31. Error message shown because of errors in customized Maintenance Action Weight values
(Section 2.2.4, Note)
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Please enter the customized maintenance action weight and frequency.

appl
b Note: Overall Maintenance=5Sum(Action Degree of Difficulty *Action Frequel
ed Chiller Air-Cooled Chiller+ASE Pre-Cooled Air-Cooled Chill
Customized Customized Customized
Frequency Frequency Frequency

JJ Microsoft Excel X 10

: I- Reason for shown error message |
10
r Please enter the numerical values equal or greater than 0 for customized *ﬂ

[ I' Maintenance Action Frequency for Pre-Cooled Air-Cooled Chiller. | | 101

| | | 10
| | 10
| |

[ D T | B LT TS R S L T R el

Figure 32. Error message shown because of errors in customized Maintenance Action Frequency values
for Air-Cooled Chiller + ASE cooling system (Section 2.2.4, Note)

2.2.5 Water Reuse tab

In the Water Reuse tab (refer to Figure 33) of the User Input Form, users can toggle between activating
and deactivating water reuse values. This can be done by selecting the desired option from the Please
choose the water reuse option? dropdown box (see Figure 33).

Input Data | Weights and Parameter Importance Comparison Values | Reliability Values | Maintenance Values Water Reuse

Please choose the water reuse option.

‘ j Please press ‘Save’ button to apply
changes.

Activate altemative water supply calculation

Deactivate alternative water supply calculation

Figure 33. Choosing one of two options, either activate, or deactivate onsite water reuse (Section
2.2.5).

When the user opts to deactivate the onsite water reuse option, all data entry boxes are disabled, and no
further action is needed. However, if the Activate water reuse option is selected, users should proceed
with the subsequent steps detailed in the following section.

When the Activate alternate water supply calculation is chosen, the tool calculates potential alternate
water supply sources, like cooling tower blowdown water. It uses previous modeling outputs to determine
the recoverable cooling tower blowdown water, noting that only water-cooled chillers require onsite
cooling towers.

Within the Water Reuse tab, users must input values into two data fields to estimate potential harvested
rainwater (see Figure 34):
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Rainwater Runoff Coefficient: Users can pick from the suggested coefficients based on the type of
surface for rainwater collection.

Customized Rainfall Intensity: While users can input any valid number, the tool recommends a rainfall

intensity value for Phoenix (0.00081 in/hr), derived from a decade's worth of rainfall data in the Phoenix
area (Figure 34).

User Input Form

Input Data | Weights and Parameter Importance Comparison Values I Reliability Values I Maintenance Values Water Reuse

Please choose the water reuse option.

@b Please press "Save' button to apply

changes.
| Activate alternative water supply calculation

Deactivate alternative water supply calculation

Please enter rainwater harvesting inputs.

Please enter the values for the following parameters.

Rainwater Runoff Customized Rainfall
Coefficient G -l Intensity (in/hr)
|

Parking 0.905 Default Rainfall Intensity
Commercial 0.8 (in/hr)
Streets 0.805 0.00081 (in/hr)
Industrial 0.765
Roofs, Steeply Sloping 0.925 Note: To calculate the rainfall
Roofs, Small Flat 0.925 intesity (in/hr), divide the annual
Roofs, Large Flat 0.85 rainfall rate (in) by 8760
Asphalt 0.825
Concrete 0.825
Grass 0.425

Figure 34. Onsite rainwater harvesting input data (Section 2.2.5).

Finally, users should indicate whether HVAC condensate collection is possible (see Figure 35). The tool
can estimate HVAC condensate collection based on pre-defined setpoints for cooling systems, but only if

outdoor air exclusively supplies the computer room. If this criterion is satisfied, HVAC condensate
becomes another potential source of alternative water supply.
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Note: Based on the defined computer room supply air and chilled water setpoints, HYAC Condensation occurs
when computer room return air is ejected t and outdoor air is cooled and used as computer room supply air.

HVAC condensation collection because of using only outdoor air to cool the computer room?

j @  Please press 'Save' button to apply
changes.

Potential HVAC condensate collection in case of using outdoor air as supply air for computer room

| _Not usina outdoor air

Save Leave

Figure 35. Potential HVAC condensate collection (Section 2.2.5).

Minimize

Input Data | Weights and Parameter Importance Comparison Values | Reliability Values | Maintenance Values Water Reuse

Please choose the water reuse option.

Activate alternative water supply calculation
Deactivate altemative water supply calculation

Please enter the values for the following parameters.

Rain Water Runoff Customized Rainfall

Coefficient Intensity (infhr)
Parking 0.905 Default Rainfall Intensity
Commercial 0.8 (in/hr)
Streets 0.805 0.00081 (infhr)
Industrial 0.765 .
Roofs, Steeply Sloping 0,925 Note: To calculate the rainfall
Roofs, Small Flat 0,925 intesity (in/hr), divide the annual
Roofs, Large Flat 0.85 rainfall rate (in) by 8760
Asphalt 0.825
Concrete 0,825
Grass 0.425

Note: Based on the defined computer room supply air and chilled water setpoints, HVAC Condensation occurs
when computer room return air is ejected t and outdoor air s cooled and used as computer room supply air.

HVAC condensation collection because of using only outdoor air to cool the computer room?

5| Please press 'Save' button to apply
changes.

Harvested Rainwater Reuse

j @  Plaase press 'Save’ button to apply
changes.

Save Leave

3. Notes

1.

The Cooling System Schematics sheet in the DC-E-WISE excel file allows the user to review the
schematics of the nine discussed cooling systems.

The Cooling System Graphs sheet in the DC-E-WISE excel file displays plotted normalized
values for Energy, Onsite Water Use, and Total Cooling Water Use, based on IT load, for four
different airflow management strategies.

The No Airflow Containment, CAC Airflow, HAC-VED Airflow, and CAC and HAC-VED
Airflow sheets in DC-E-WISE excel file, containing modeled data for four airflow management
strategies are all protected to prevent manual changes. However, they become writable when the
User Input Form is active to allow for data entry.

Although DC-E-WISE is compatible with MAC systems, it is recommended that users run it on a
Windows operating system to access all features. VBA codes tend to work better in Windows
operating systems.

The User_Interaction sheet in the DC-E-WISE excel file displays the results of each run and
saves them for later review if the user saves changes before closing the file.
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